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PROJECT 135

ACCEPTANCE TEST PROCEDURE

1 INITIAL SETUP

1.1 Turn power switch to "On" position, "Power On'' light on Reader
and ""Local' switch on tape recorder should turn on.

1.2 Turn on Printer power, "Power On'' light on Printer and "Printer
Ready' light on the Reader should turn green. '

1.3 Load tape on tape recorder. Slide vacuum column switch to slide
position. See that the tape is sucked into the vacuum columns, and the "Write
Enabled' indicator turns red. Press '"Load Point" switch. The switch will
light up, the tape will move to its initial position and stop. The "Load Point"
indicator will then turn off, Depress "Auto' switch on tape recorder.

2 DATA ACCURACY CHECK

) This is a series of tests in which several rolls of test film will
be read. The output of the Reader will be recorded on tape. That tape will
be sent to a computer for a printout which will then be compared with a master
printout which lists the actual data on the film, All discrepancies will be marked
and considered data accuracy errors, The Engineering Department and the
Customer will agree on a tolerable error rate. ' ‘

2,1 Test Procedure Formats 12, 2, 9, 11, 2 and 1
2.1,1 Insure that the reading head is marked "Ratio 1:1",
2.1.2 ' "Excess Wander Override' switch should be lit. If not lit,

depress the switch to light it,

2.1.3 "Inhibit Audible Alarm' switch should be lit. If not lit, depress
to light it. '

2.1.4 Follow test procedure for individual formats,

-~
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2.1.5 FORMAT (2 MEGAT/VE
2.1.5.1 Load film marked )2 NESF,
2.1.5.2 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed.

Element Description Setting Check When Set .
 Format Switch z-
Forward/Reverse Switch REVERSE
Positive/Negative Switch ° MEGHATIVE
Light Intensity s,
- Margin Indicator | Jo/r _- : ) /%”"AM /u
A - S 7
Skew Setting Set
Frame Counter Clear Switch ‘. Clear
2.1.5.3 Move film to its initial reading position. B
2.1.5.4 Depress Start/Run bl;.tton The '"Start" light will turn on

immediately. The "Run" light will turn on when the start of film tab passes
under the Photosense Assembly.

- . e
2,1.5.5 Wa:it until the Reader completes reading the roll. The Transport
will stop automatically.
2.1.5.6 - Depress the "Partial Memory Record' switch. -
2.1.5.7 Depress the Paper Advance switch on the Printer, remove the

list of error blocks and attach to this page.

2, 1.5. 8 If the "Tape Parity" indicator is on, indicate the type of error
in the space below (Lat. or Long.)

2. 1.5'. 9 Continue to next format.
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2.1.6 FORMAT /2 WNEGATIVE
2.1.6,1 Load film marked /2 MEG
2.1.6.2 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed.

Element Des'cription Setting . Check When Set
Format Switch /2
‘Forward/Reverse Switch FORWHED
Positive/Negative Switch - . N EGHTIVE
Light Intensity 6O
Margin Indicator o/ . (j é é[{;ﬁfé‘-“
Skew Setting | - Set / |
Frame Counter Clear Switch Clear
2,1.6.3 Move film to its initial reading position.
2.1.6, 4 Depress Start/Run b;tton. The ;’Start” light will 'turn on -

immediately. The "Run'' light will turn on when the start of film tab passes
under the Photosense Assembly.

2.1.6.5 Wait until the Reader completes reading the roll. The Transp’a/i't
will stop automatically,

' -
2,1.6.6 Depress the "Partial Memory Record" switch.
2.1.6.7 Depress the Paper Advance switch on the Printer, remove the/'/
list of error blocks and attach to this page. :
2.1.6.8 If the "Tape Parity' indicator is on, indicate the type of error

in the space below (Lat, or Long.)

2.1.6.9 Continue to next' format,
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2.1.7 FORMAT 2 NEGATIVE . - Johid
2.1.7.1 Load film marked 2 NEG:
2.1.7.2 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed.

Element Description Setting Check When Set
Format Switch L
.Forward/Reverse Switch FoRWAR D
Positive/Negative Switch - MEGRTWE
Light Intensity GO
Margin Indicator /8 G
Skew Setting Set
Frame Counter Clear Switch Clear
2.1.7.3 Move film to its initial reading position.
2.1.7. 4 Depress .Start/Ruﬁ bl;.tton. The "Start" iight will turn on /

immediately. The "Run' light will turn on when the start of film tab passes

under the Photosense Assembly.

2,1.7.5 Wait until the Reader completes reading the roll. The Transport
will stop automatically.

. .//,_4'
2,1,7.6 Depress the "Partial Memory Record' switch. 'f/
2.1.7.7 Depress the Paper Advance switch on the Printer, remove the —
list of error blocks and attach to this page.
2.1.7,8 If the "Tape Parity' indicator is on, indicate the type of error

in the space below (Lat., or Long.)

2.1.7.9 Continue to next format.
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2.1.7 FORMAT J WNEGHATIVE
2.1.8.1 Load film marked 2 NEG-
2.1.8.2 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed.

Element Description | Setting - Check When Set

- Format Switch £

Forward/Reverse Switch REVELS =

Positive/Negative Switch - MEGATIVE

Light Intensity 6O
- Margin Indicator | 186

Skew Setting | Set | -

Frame Counter Clear Switch - - Clear
2.1.8.3 Move film to its initial reading position. //,
2.1.8.4 Depress Start/Run b;tton. The "Start'" light will turn on

immediately. The "Run' light will turn on when the start of film tab passes

under the Photosense Assembly. .

2.1.%2.5 Wait until the Reader completes readmg the roll. The Transport
will stop automatically.

2.1.8.6 ' Depress the "Partial Memory Record" switch.

2.1.3.7 Depress the Paper Advance switch on the Printer, remove the
list of error blocks and attach to this page. B

2.1, 3 8 If the "Tape Parity' indicator is on, 1nd1cate the type of error

in the space below (Lat. or Long.)

2.1.4.9 Continue to next format,
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2.1,9 FORMAT 9 W~NEGATIVE 7 ﬂ///r ,,@M
2.1.9.1 Load film marked g NEG. '\5 M?/ _ |

2.1.7.2 Perform each of initial settings in the following list, and put a
check mark in the right hand column when completed.

Element Deslcription Setting Check When Set
Format Switch v
Forward/Reverse Switch REVERSE
Positive/Negative Switch ° MEGHTIVE L
Light Intensity 6 f A 4 /%”M”‘”‘“‘"
Margin Indicator 20 {//r/ |
Skew Setting | . Set
Frame Counter Clear Switch Clear

2.1.7.3 Move film to its initial reading position. - , = )
2.1.9.4 Depress Start/Run blﬂltton. The ;'Start” light will turn on ~

immediately. The "Run" light will turn on when the start of film tab passes

under the Photosense Assembly, 7

2.1.7.5 Wait until the Reader completes reading the roll. The Trafns/l)ort
will stop automatically. : ’
2.1.7.6 Depress the '"Partial Memory Record" switch.

2.1.9.7 Depress the Paper Advance switch on the Printer, remove the
list of error blocks and attach to this page. o
2.1.7.8 If the "Tape Parity" indicator is on, indicate the type of error

in the space below (Lat. or Long.)

2.1.7.9 Continue to next format.

Approved For Release 2001/08/21 : CIA-RDP78B04747A001600010087-9




-

Approved ForWielease 2001/08/21 : CIA-RDP78B04747001600010087-9

~

2.1,/0 FORMAT 9 Posi7/VE
2.1./0.1 Load film marked 7 A©5-
2.1./)02 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed,

Element Description Setting Check When Set
Format Switch ' 9
Forward/Reverse Switch REVERSE
Positive/Negative Switch - PoSITIVE
Light Intensity ) {0
Margin Indicator 740
Skew Setting | Set
Frame Counter Clear Switch Clear
2. 1./?. 3 Move film to its initial reading position.
2,1.0.4 Depress -Start/Run b:J.tton. The '"'Start" light ;)vill turn on

immediately. The "Run" light will turn on when the start of film tab passes
under the Photosense Assembly.

2.1./0.5 Wait until the Reader completes reading the roll. The Transport
will stop automatically.

2,10, 6 Depress the '""Partial Memory Record’ switch.

2.1./0.7 Depress the Paper Advance switch on the Printer, remove the

list of error blocks and attach to this page.

2,1.72.8 If the "Tape Parity" indicator is on, indicate the type of error
in the space below (Lat. or Long.)

2.1./2,9 Continue to next format.
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2.1,/ . FORMAT // PosiTIVE
2.1.1.1 Load film marked // APZS:
2. 1.1, 2 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed.

Element Description Setting Check When Set

~Format Switch 7/

AF.orwazfd/Reverse Switch REVERSE .

‘Positive/Negative Switch pPosi7TIVE

Light Intensity 50 !/"ff
- Margin Indicator 5 O

Skew Setting Set

Frame Counter Clear Switch i Clear

" 2.1..3 Move film to its initial reading position. \/'/’

2.1./.4 Depress Start/Run b;J.tton. The '""Start'' light will tyrnon

immediately. The '"Run'' light will turn on when the start of film tab passes
under the Photosense Assembly. '

2.1./.5 Wait until the Reader completes reading the roll, "Tﬁeﬂ&‘ransport
will stop automatically.

2.1..6 " Depress the "Partial Memory Record" switch.

2.1.1.7 Depress the Paper Advance switch on the Printe{'rrernove‘ the

list of error blocks and attach to this page.

2,1.1,8 If the "Tape Parity" indicator is on, indicate %;ype of error

in the space below (Lat., or Long.)

2.1./.9 Continue to next format.
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2.1./4 FORMAT 2 Pos/TVE
2.1.2.1 Load film marked A FZ5.
2.1.08.2 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed.

Element De.s.c:l.'iption Setting Check When Set
Format Switch s |
Forward/Reverse Switch FORWAED
‘Positive/Negative Switch ° Fos/7WE
Light Intensity go
Margin Indicator 226
Skew Setting | . Set
Frame Counter Clear Switch Clear

2.1/£.3 Move film to its initial reading position.
2,140, 4 Depress Start/Run bl;tton. The ;’Start" light will 'turn on

immediately., The "Run' light will turn on when the start of film tab passes
under the Photosense Assembly.

2.1.12.5 Wait until the Reader completes reading the roll. The Transport
will stop automatically.

2,1.12.6 Depress the '"Partial Memory Record' switch.

2.1J)4.7 Depress the Paper Advance switch on the Printer, remove the

list of error blocks and attach to this page.

2.1/2.8 If the "Tape Parity' indicator is on, indicate the type of error
in the space below (Lat. or Long.)

2.1.2.9 Continue to next format.
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2.1,/3 FORMAT | WNEGATIVE
2.1./3.1 IL.oad film marked //L/Eé
2.1.2.2 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed.

Element Description Setting Check When Set
Format Switch -/
Forward/Reverse Switch EORWHEL _ /

'‘Positive/Negative Switch A/éé'/?‘f/ﬂf

Light Intensity . ﬁ/

Margin Indicator ha
Skew Setting Set
Frame Counter Clear Switch Clear
2.1.3.3 Move film to its initial reading position.
2.1.3. 4 Depress Start/Run button, The '""Start" light will turn on

immediately. The "Run'" light will turn on when the start of film tab passes
under the Photosense Assembly. ‘

2.1.03.5 Wait until the Reader completes reading the roll. The Transport
will stop automatically. :

2.1.12. 6 Depress the "Partial Memory Record" switch.

2.1./3.7 Depress the Paper Advance switch on the Printer, remove the

list of error blocks and attach to this page.

2,1.13,8 If the "Tape Parity' indicator is on, indicate the type of error
in the space below (Lat, or Long.)

2.1.23.9 Continue to next format.
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2,1,/ FORMAT /) MEGRTIE
2.1./4.1 Load film marked / MEF:
2.1.42 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed.

Element Description Setting Check When Set

~Format Switch -/

‘F‘orward/Reverse Switch REVERSE

‘Positive/Negative Switch - NESRTIVE

Light Intensity (é’i V
~ Margin Indicator | / T4

Skew Setting | Set

Frame Counter Clear Switch . Clear
2.1./4.3 Move film to its initial reading position.
2.1/4. 4 Depress Start/Run bl;.tton. The ''Start' light will turn on

immediately. The "Run'' light will turn on when the start of film tab passes
under the Photosense Assembly. '

2.1./4. 5 . Wait until the Reader completes reading the roll. The Transport
will stop automatically. :

2.1./4. 6 " Depress the '""Partial Memory Record' switch.

2.1.4.7 Depress the Paper Advance switch on the Printer, remove the

list of error blocks and attach to this page.

2.1./48 If the "Tape Parity" indicator is on, indicate the type of error
in the space below (Lat, or Long.) :

2,1./4.9 Continue to next format.
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2.1.15 ' Set thumbwheel switches to form the following sequence

(right to left):
1, 2, 3, 4, 5, 6, 7, 8, 9, 0, 1, 2, 3, 4, 5.

-
2.1.16 Depress the "WRITE PRESET DATA" Switch. /

2.1, 17 Depress "WRITE E. 0. F.!" Switch twice. //,/
2.1.18 Depress '""LOCAL'" Switch on tape recorder. \/
2.1.19 Depress '"REWIND'" Switch on tape recorder and wait /
till the tape stops.

2.1.20 Remove tape from tape recorder. 7
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2.2 Test Procedure For Format 10

.2. 2.1 Turn powér o‘ff.

2.2.2 Remove read head markéd "Ratio 1:1",

2.2.3 Install read head marked ""Ratio . 56:1",

2.2.4 Turn power on.

2.2.5 Install a new reel of tape in the tape recorder and reiterate

the procedure in 1:3,

2.2.6 Follow test procedure for individual film reels.
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2.0.7 'FORMAT /O MEGATIVE
2:.2.7.1 _‘ Load film marked /p MV Eg
2.0.7.2 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed,

Element D_es.cription Setting Check When Set
Format Switch | 70
.Forward/Reverse Switch IQEL/E/Q'SE
Positiv.e/Negative Switch - N EGATWE ‘
: v
Light Intensity ‘ _ GO #/)%// '
- Margin Indicator . C 3 S 2 ’ -
Skew Setting - | . Set
Frame Counter Clear Switch o Clear
2.4.7.3 Move film to its initial reading position. ' —
2.2.7.4 Depress Start/ﬁun b::.tton. The ‘”Start“ 1ight‘wili‘turn on

immediately. The "Run" light will turn on when the start of film tab passes
under the Photosense Assembly. ' '

o

: S
2.4.7.5 Wait until the Reader completes reading the roll. The T:_g,nsPort
will stop automatically, -
2.2.7.6 Depress the "Partial Memory Record! switch. /j/l
2.0.7.7 Depress the Paper Advance switch on the Printer, remoye the
list of error blocks and attach to this page.

22.7.8 If the "Tape Parity” indicator 1s on, indicate the type of error

in the space below (Lat, or Long.)

2.2.7.9 Continue to next format.
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2.2.8 - FORMAT [0 WNEGATIVE

2:2.8.1 f Load f:ilm'marked' J© NMEg.
2.2.%2 Perform each of initial settings in the following list, and put a

check mark in the right hand column when completed,

Element Dgascription Setting Check When Set
Format Switch /SO
Forward/Reverse Switch Féflt'ﬂféﬂ
Positive/Negative Switch - NEGRTIVE |
Light Intensity - - B0
Margin Indicator Bf’&
Skew _Settiné | | . Set o
Ffame Counter Clear Switch | Clear
2.2.8.3 Move film to its initial readingposition.
2.7.84 Depress Start/ﬁun b;tfon The ”Start” light will turn on

immediately. The "Run'' light will turn on when the start of film tab passes{
under the Photosense Assembly

2.2.8.5 Wait until the Reader completes reading the roll.

will stop automatically, ‘

2,2.8.6 Depress the "Partial Memory Record' switch.

2.0.8.7 Depress the Paper Advance switch on the Printer, remove the

list of error blocks and attach to this page.

2.7.5.8 If the '"Tape Parity" indicator i is on, indicate the type of error
in the space below (Lat., or Long.)

2.4, g9 Continue to next’format.
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2. 2.7 FORMAT [ ﬂosz’f/&'/"
ZZ. 7; 1 Loa.d film marked /O oS
2.2.7.2 Perform each of initial settings in -the following list, and put a
’ check mark in the right hand column when completed,
Element D'eas»cription Se-tting _ Check When Set
Format Switch /O
‘Forward/Reverse Switch Fﬂ£W9@L
.Positive/Negative Switch - POSITIVE]
Light Intensity _ . : 78 )
Margin Indicator | - 252 -' \/F&
Skew Setting | | . Set D
Ffame Counter Clear Switch _, Clear
2.2.7.3 Move film to its initial reading position.
2.2.9.4 Depress étart/ﬁun _b:ltton. The -"Start” light.willlturn on

immediately. The "Run'' light will turn on when the start of film tab passes
under the Photosense Assembly.

2.2.9.5 Wait until the Reader completes reading the roll. The Transport
will stop automatically. :

2.2.9.6 Depress the "Partial Memory Record'" switch.

2.2.7. 7 Depress the Paper Advance switch on the Printer, remove the

list of error blocks and attach to this page.

2.1.9.8 If the "Tape Parity" indicator is on, indicate the type of error
in the space below (Lat. or Long.)

2.4, 7 9 Continue to next format.

- Approved For Release 2001/08/21 : CIA-RDP78B04747A001600010087-9




- . -
hd v N

Approved For\@elease 2001/08/21": C|A-RDP7830474%01 600010087-9

e@ i
ee
(LY

2.2/  TFORMAT /O FoSITIVE,

Z:'ci-/of 1 Load film marked i 7/&5'

2.2./42 Perform each of initial settings in the following list, and put a
-check mark in the right hand column when completed. ' ‘

Element D‘eslcription Se"tting _ - C};xeck Whén Set
. Format Switch R o | SO ‘ |
.Forward/Reverse Switch ﬂfﬂf/@gg
'vPositive./Nega.tive Switch = - /?ﬁS/T/Vf‘

Light Intensity o Lo g5 : W
Margin Indicator |- 252 . |
Skew Setting ‘ . Set /,»«

Frame Counter Clear Switch , Clear

L2.4.083 Move film to its initial reading position.

2 Z [0 4 Depress Start/Run button. The "Start' light will turn on
immediately. The '"Run'' light will turn on When the start of f11m tab passes
under the Photosense Assembly

2.L. /0 5 Wait until the Reader completes rea.dmg the roll. The ;.I‘ra.nsp'ort

will stop automatxcally. ok o :
-2 l Ja26 Depress the "Partial Memory Record" switch.

22007 Depress the Paper Advance switch on the Printer, remove the

list of error blocks and attach to this page.

2.2.08 If the "Tape Parity" indicator is on, indicate the type of error
in the space below (Lat. or Long.) ' S
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2.2,11 Depress "Write E.O.F," switch twice.

2.2.,12 Rewinc} and remove tape reel. "

3 OPERATIONAL CHECK

b
3.1 Load tape on tape recorder.
’ wﬂ

3.2 Load any film reel on Reader.

3.3 Check tape interlock as follows:

3.3.1 "Tape Recorder Ready' indicator should lightred when the tape

recorder panel shows any of the following conditions.
/ 3.3.1.1 Tape recorder in '"Liocal'’,

3.3.1.2 Tape recorder in "Auto' and "Rewind'. v .

, L
3.3.1.3 Tape recorder in "Auto' and '"Low Density'.
’ — P

3.3.1.4 "Write Enabled' light on tape recorder panel is off, /

S~ 3.3.2 When ""Tape Recorder Ready' indicator is red, the "Start/Run'',

"Proceed', "Write Preset Data'’, '""Partial Memory Record! and "Write E, O, F, "
" switches are disabled,

3.3.3 When tape recorder is in "Auto" and "Write Enabled', the "Tape

. Recorder Ready'" indicator should light in green and all Reader functions are
enabled,
3.4 Check Printer interlocks as follows:
3.4.1 "Printer Ready' indicator lights red under the following conditions.
3.4.1.1 Power to Printer is Off, /

©3.4.1.2 "Print Inhibit" switch on Printer is on. ‘/
3.4,1.3 "Print Continuous' switch on Printer is on. [/

-
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3.4.1.4 Printer if out of paper. v

3.. 4,2 "Printer Ready'' indicator lights green when power ig”on and none
of the conditions listed in 3. 4,1, 2 through 3.4.1. 4 exist.

3.4.3 The Readel; remains functional even when Printer is not ready.
3.5 Audible alarm should sound in two to three short bitﬁ'/;ts under any

of the following conditions:

e

3.5.1 When any error indicator goeé on, v
3.5.2 When the "End of Film'" indicator goes on, L
3.6 When "Excess Wander Override' indicator is off\,_)lﬁéilm should

_stop on an "Excess Wander - No Data' indication or on an '""Excess Wander"
only.
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